S4SP

Application: Very high pressure applications used for petroleum-based

hydraulic fluids.

Inner Tube: Neoprene

Reinforcement: Four alternating layers of spiraled high-tensile Steel wire

Cover: Black Synthetic Rubber, Meets MT/T98 and GB/T 15907 Flame resistance
Temperature Rang: 40°F to 212°F (-40°C to 10(fC)

Applicable Standards: GB/T 10544 4SP, EN 856 4SP, MT/T98 4SP

Branding: e P L saspae i ENBs6 17 (DN25) 4640 PSI

Product Number ]

Inch | Min. mm| Mpa

Design Pressure | Operating Pressure
MT98 MT98.

Min. BR

545P-04-06 - 14 62 X i 45.0

S45P-06-10 E 38 | 93 ¥ X X 445

545P-08-13 4 12 415

S45P-10-16 X 5/8 | 155

545P-10-16 2 5/8

545p-12-19 - X 34 | 186

545P-12-19 3/4

545P-16-25 E 1 250

545P-16-25 E 1 250

S45P-20-32 314

545P24-38 z 3.7

545P-32-51 E 504

S4SH

Application: Very high pressure applications used for petroleum-based

hydraulic fluids.

Inner Tube: Neoprene

Reinforcement: Four alternating layers of spiraled high-tensile Steel wire

Cover: Black Synthetic Rubber, Meets MT/T98 and GB/T 15907 Flame resistance
Temperature Range: -40% to 212°F (-40°C to 100°C)

Applicable Standards: GB/T 10544 4SH, EN 856 4SH, MT/T98 4SH
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Product Number

Weight
kg/m

SasH12-19

162

S45H1625

212

54512032

545H-20.32

Sasti24.38

Sast 3251

MT2ST

Application: High pressure hydraulic oil lines used in the hydraulic system of multifunctional mining machinery and

engineering machinery which use petroleum-or water-based hydraulic fluids.

Inner Tube: Nitrile

Reinforcement: Two braids of high-tensile steel wire

Cover: Black Synthetic Rubber (Thick cover). Meets MT98 and GB/T 3683 Flame resistance
Temperature Range: -40°F to 212°F (-40°C to 100°C)

Applicable Standards: MT/T98, GB/T 3683 2ST/R2A

Branding: MT2ST-16-25mm 1" GB/T3683 MT/T98 W.P. 14MPa (2030 PSI)

Design Pressure
mT 98

Product Number
Min. mm | Max. mm| Min. mm | Max. mm

/

/
Grntinen g

Min. BR

mm

MT25T-04-06

100

MT25T-05-08

115

MT25T-06-10

MT257-08-13

MT257-10-16

MT25T-12-19

MT25T-16-25

MT25T-20-32

MT25T-24-38

MT25T-32-51
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